CORPORATE CONFIDENCE
The CoachMic™ is the ideal transmitter if you are looking for a wireless audio solution for your company, venue, college or
university, offering a high degree of flexibility and ease-of-use. After all, you need to focus on the essential: your message.
From professional speakers, to trainers, to corporate executives, there are always a variety of conversations occurring
where the mic could be live. CoachMic comes fitted with a large, easy-use, rocker-style audio mute switch on the end of the
transmitter that allows the wearer to be confident that private conversations are not transmitted. To expand on the need for
privacy, the transmitter is fully equipped with digital encryption that is compatible with
Shure Axient® Digital receivers.
When “loose lips sink ships”, the cost of having the wrong conversation reach the audience could be devastating. As we
have reluctantly become accustomed to managing our own audio and video over Zoom meetings, many have had, or heard
of, such slip-ups. In an in-person scenario, it is typically venue staff or contract AV personnel who manage what and when
the audience hears. Since the speaker has a better understanding of the context, setting and attendees than the venue staff,
there is increasing demand to have control in their hands. The mute is overridable by the technician, but it allows the talent
to know they are having a private conversation.
The CoachMic has a dual direction mounting clip that allows the pack to be worn on
the left or right side of the body in either a horizontal or vertical position. An LED light
changes color when the system is live, allowing the presenter to know at a glance if they
are “on”. The placement on a belt or in a pocket avoids any uncomfortable “drag” on
clothing because the lightweight pack is 2 oz (55g) compared to similar products that are
triple the weight and is also thinner than most at 3/4 inch (18.5 mm).
The placement can be done in advance by the presenter, and the technician never needs
to access the pack. The image to the right shows clipping the transmitter to a bra strap;
tucked into the curve of the collarbone. The switch is positioned at the top for easy
access, even when the transmitter is hidden.

Q5X transmitters are remotely controlled with a handheld MicCommander; with 100% of the
functionality in the hands of the technician. The power can be monitored and adjusted to manage the
rechargeable battery system so that a full day of use is possible without battery hassles.
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